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DDSU666 Single Phase Smart Meter 

Feature

Specification

Item Parameter

Measurement

Connection Type 1P2W

Accuracy
 Direct: Class B/ 1.0 
CT: Class C/ 0.5S

Voltage
Nominal Voltage(Un) 220V...240V

Operating Range 0.85Un~1.15Un

Current
Direct: 0.25-5(80)A 
CT: 0.015-1.5(6)A  

Frequency 50Hz or 60Hz

Display LCD with backlit

LED Indication Pluse Output

Measured Values
Import&Export kWh

Instantaneous kW,Vrms,Irms,Frequency,Power Factor

Communication
RS485

Protocol Modbus-RTU

Environment

Operating Temperature -25℃ ~+55℃

Storage Temperature -40℃ ~+70℃

Humidity ≤ 95%（non-condensing)

Dimension 100mm×36mm×65.5mm 

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

• RS485 ModBus comunication

• Standard DIN35mm mounting

Dimension
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DTSU666 Three Phase Smart Meter

Feature

Specification

Item Parameter

Measurement

Connection Type 3P4W

Accuracy
  Direct: Class B/ 1.0 

CT: Class C/ 0.5S

Voltage
Nominal Voltage(Un) 3×120~138/208~240V  3×220~240/380~415V

Operating Range 0.85Un~1.15Un

Current
Direct: 0.25-5(80)A 
CT: 0.015-1.5(6)A

Frequency 50Hz or 60Hz

Display LCD with backlit

LED Indication Pluse Output

Measured Values

Import&Export kWh

Instantaneous kW,Kvar

Instantaneous Irms, Vrms, Frequency, Power Factor

Communication
RS485

Modbus-RTU

Environment

Operating Temperature -25℃ ~+55℃

Storage Temperature -40℃ ~+70℃

Humidity ≤ 95%（non-condensing)

Dimension 100mm×72mm×65.5mm 

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

Dimension
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DSSU666 Three Phase Smart Meter

Feature

Specification

Item Parameter

Measurement

Connection Type 3P3W

Accuracy
  Direct: Class B/ 1.0 

CT: Class C/ 0.5S

Voltage
Nominal Voltage(Un) 3×400V

Operating Range 0.85Un~1.15Un

Current 0.015-1.5(6)A

Frequency 50Hz or 60Hz

Display LCD with backlit

LED Indication Pluse Output

Measured Values

Import&Export Kwarh

Instantaneous Irms, Vrms

Instantaneous Irms, Vrms, Frequency, Power Factor

Communication
RS485

Modbus-RTU

Environment

Operating Temperature -25℃ ~+55℃

Storage Temperature -40℃ ~+70℃

Humidity ≤ 95%（non-condensing)

Dimension 100mm×72mm×65.5mm 

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

Dimension
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DDSU666-G Single Phase 1P Smart Meter 0.25-5(80)A 

Feature

Specification

Product Certification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Single phase two wire(1P2W)

Voltage rated value 220V...240V

Current 0.25-5(80)A

Frequency 50/60Hz

Access  Method Direct

Operating Voltage 198V ～ 253V

Limited Voltage 100V ～ 276V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 18mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

• Active power refresh rate is about 50ms

Dimension

Wiring Diagram

N

L N

I*

I

   CT

下进上出

5(80)A 100A/40mA

(IN)

OUT N

L

LL

导轨安装处导轨安装处

Upper  Terminal

Lower  Terminal

Current voltage Communication

L-OUT RS485_1-A RS485_1-B

2 24 25

Current voltage

L-IN N N/A

1 3 4

0.25-5(80)A
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DDSU666-G Single Phase 2P Smart Meter 0.015-1.5(6)A

Feature

Specification

Item Parameter

Accuracy

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±0.5%

Measurement

Connection Type Single phase two wire(1P2W)

Voltage rated value 220V...240V

Current 0.015-1.5(6)A

Frequency 50/60Hz

Access  Method Via CT

Operating Voltage 198V ～ 253V

Limited Voltage 100V ～ 276V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 36mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

• RS485 ModBus comunication

• Standard DIN35mm mounting

• Active power refresh rate is about 50ms

Wiring Diagram 0.015-1.5(6)A

Upper  Terminal

Lower  Terminal

Voltage Input CT

L N I* I

3 4 9 10

N/A Communication

N/A N/A RS485_2-A RS485_2-B RS485_1-A RS485_1-B

1 2 5 6 24 25

Dimension

Product Certification
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• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

• RS485 ModBus comunication

• Standard DIN35mm mounting

• Active power refresh rate is about 50ms

DDSU666-G Single Phase 2P Smart Meter 0.25-5(80)A 

Feature

Technical  Specification

Product Certification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±0.5%

Electrical 
Paramaters

Connection Type Single phase two wire(1P2W)

Voltage rated value 220V...240V

Current 0.25-5(80)A

Frequency 50/60Hz

Access  Method Direct

Operating Voltage 198V ～ 253V

Limited Voltage 100V ～ 276V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 36mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

• Active power refresh rate is about 50ms

Wiring Diagram

Upper  Terminal

Lower  Terminal

Voltage Output

L-OUT

3

Voltage Input Communication

L-IN N RS485_2-A RS485_2-B RS485_1-A RS485_1-B

1 2 5 6 24 25

Dimension

L N

RS485_1-ARS485_2-B

RS485_1-BRS485_2-A

5(80)A

1 2

3 4

5 6 24 25
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DDSU666-G Single Phase 2P Smart Meter 100A/40mA

Feature

Specification

Product Certification

Item Parameter

Accuracy

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Single phase two wire(1P2W)

Reference voltage 220V...240V

Current 100A/40mA

Frequency 50/60Hz

Access  Method CT: 100A/40mA

Operating Voltage 198V ～ 253V

Limited Voltage 100V ～ 276V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 36mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate is about 50ms

Wiring Diagram

Current Transformer

Current：100A/40mA
Aperture：φ16mm

Dimension

Upper  Terminal

Lower  Terminal

Voltage Output CT

L N I* I

3 4 9 10

N/A Communication

N/A RS485_2-A RS485_2-B RS485_1-A RS485_1-B

1 2 5 6 24 25

   CT

I*

I

RS485_1-A

RS485_1-B

RS485_2-B

RS485_2-A

1 2

3 4

9 10

5 6 24 25

100A/40mA
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DDSU666-G Single Phase 2P Smart Meter 100A/40mA Dual Loads

Feature

Specification

Product Certification

Item Parameter

Accuracy

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Single phase two wire(1P2W)

Reference voltage 220V...240V

Current 100A/40mA

Frequency 50/60Hz

Access  Method
CT1:100A/40mA
CT2:100A/40mA

Operating Voltage 198V ～ 253V

Limited Voltage 100V ～ 276V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Relative Humidity ≤ 95%（non-condensing)

Installation
Dimension 36mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

   

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate is about 50ms

Wiring Diagram

Current Transformer

Current：100A/40mA
Aperture：φ16mm

Upper  Terminal

Lower  Terminal

Voltage CT1 CT2

L N I*a Ia I*b Ib

3 4 9 10 11 12

N/A Communication

N/A N/A RS485_2-A RS485_2-B RS485_1-A RS485_1-B

1 2 5 6 24 25

Dimension

100A/40mA
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DTSU666-G Three Phase 4P Smart Meter 0.015-1.5(6)A

Feature

Specification

Product Certification

Item Parameter

Accuracy

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±0.5%

Electrical 
Paramaters

Connection Type Three phase four wire(3P4W)

Voltage rated value 3×220/380V...3×240/415V

Current 0.015-1.5(6)A

Frequency 50/60Hz

Operating Voltage 207V ～ 253V

Limited Voltage 184V ～ 264V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 72mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate is about 50ms

Wiring Diagram

Upper  Terminal

Lower  Terminal

CT Voltage Communication

la lb lc Ua Ub Uc N RS485_2-A RS485_2-B

3 6 9 2 5 8 10 11 12

CT Communication

I*a I*b I*c RS485_1-A RS485_1-B

1 4 7 24 25

Dimension

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m

RS485_1-B

RS485_1-A

   CT

   CT

3P4W  

   CT

I*c

Ic

I*b

Ib

I*a

Ia(Blue)

(Blue)

(Blue)

(White)

(White)

(White)

RS485_2-A

RS485_2-B

1 4 7 10

32 35

24 25

38 11 122 5 8

3 9 106

SET ESC

L1 L2 L3 N
Ua Ub Uc Un

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m
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• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate is about 50ms

DTSU666-G Three Phase 4P Smart Meter 0.25-5(80)A

Feature

Specification

Product Certification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Three phase four wire(3P4W)

Voltage rated value 3×220/380V...3×240/415V

Current 0.25-5(80)A

Access  Method Direct(non-CT)

Frequency 50-60Hz

Operating Voltage 207V ～ 253V

Limited Voltage 184V ～ 264V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 72mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

•Bi-directional Measurement for kW and kWh

•Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate is about 50ms

Wiring Diagram

Upper  Terminal

Lower  Terminal

Voltage Output N/A Communication

Ua Ub Uc N/A RS485_2-A RS485_2-B

3 6 9 10 11 12

Dimension

Voltage Input Communication

Ua Ub Uc N RS485_1-A RS485_1-B

1 4 7 10 24 25

3P4W  

RS485_1-A

RS485_2-B

RS485_1-B

RS485_2-A

L1 L3 L2

3P3W 

1 4 7 10

SET ESC

12

24 25

11

3 9 106

RS485_1-A

RS485_2-B

RS485_1-B

RS485_2-A

1 4 7 10

12

24 25

11

3 9 106

L1 L2 L3 N

1 4 7 10

SET ESC

12

24 25

11

3 9 106

Ua Ub Uc Un

Ua Uc Ub

3P4W

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m

1
0

0
 m

m

52.5 mm

65.5 mm

72 mm

3
5

m
m

4
5

m
m
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DTSU666-G Splitting Phase 4P Smart Meter 100A/40mA

Feature

Specification

Product Certification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Three phase four wire(3P4W)

Voltage specification AC 3X57.7/100V...3X240/415V

Current 100A/40mA

Frequency 50-60Hz

Access  Method CT: 100A/40mA

Operating Voltage
L-N 50V ～ 280V

L-L 85V ～ 485V

Communication

Interface RS485

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

 Humidity ≤ 95%（non-condensing)

Installation
Dimension 72mm×98mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate better 100ms 

Wiring Diagram

Upper  Terminal

Lower  Terminal

CT N/A Communication

IA* IA IB* IB N/A RS485_1-A  RS485_1-B

1 3 4 6 7 9 11 12

Voltage Input

L1 L2 N

2 5 10

100A/40mA，250A/50mA

L1 L2 N

Load

IB*

IB

2 5 10

47 169 3

P+PQ- A B

SET ESC

CT

CT

I  A*

IA

Current Transformer

Current：100A/40mA
Aperture：φ16mm

RS485_1-A
RS485_1-B

100A/40mA

Dimension
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DTSU666-G Splitting Phase 4P Smart Meter 250A/50mA 

Feature

Specification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Single phase three wire(1P3W)

Voltage specification AC 3X57.7/100V...3X240/415V

Current 250A/50mA

Frequency 50-60Hz

Access  Method CT: 250A/50mA

Operating Voltage L-N 50V ～ 280V

L-L 85V ～ 485V

Communication

Interface RS485 ,RJ45

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200 bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 72mm×98mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

•RS485 ModBus comunication

•Standard DIN35mm mounting

•Active power refresh rate about 50ms 

Wiring Diagram

Upper  Terminal

Lower  Terminal

CT access Communication

IA* IA IB* IB A B

1 3 4 6 RS485_1-A RS485_1-B

Voltage Input

L1 L2 N

2 5 10

Current Transformer

Current：250A/50mA
Aperture：φ24mm

Product Certification

互感器接入

1

IA* IA IB* IB

3

上排端子

4 6

电压接入

2

L1 L2

5

下排端子

10

N

● 

● 

●  

●

●

产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

DTSU666裂相4P互感式智能监测仪表250/50mA 双通道

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

接入方式

工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

L-N

L-L

50V～280V

85V～485V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×98mm×65.5mm（公差±1mm） 

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸

电流：250A/50mA、
孔径：φ24mm、

单相三线制（1P3W） 

AC 3X57.7/100V...3X240/415V 

CTI:250A/50mA    CT2:250A/50mA

CT接入 250A/50mA（标配）

RS485 RJ45接口 

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200bps(可定制）

31

IA* IA IB* IB

33 34 36

250A/50mA

Dimension

RS485_1-A

RS485_1-B



14

DTSU666-G Three Phase 4P Smart Meter 100A/40mA

Feature

Specification

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

• RS485,support Modbus-RTU 

• Active power refresh rate about 50ms.

Wiring Diagram

Upper  Terminal

Lower  Terminal

Voltage Input Communication

Ua Ub Uc N RS485_2-A RS485_2-B

3 6 9 10 11 12

Product Certification

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Three phase four wire(3P4W)

Voltage specification 3×220/380V...3×240/415V

Current 100A/40mA

Frequency 50-60Hz

Operating Voltage 207V ～ 253V

Limited Voltage 184V ～ 264V

Communication

Interface RS485 

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

Installation
Dimension 72mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

Voltage Input Communication
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸

UKCA

3P4W   100A/40mA

A
B
C

1413 161719 213 9 106

DTSU666三相4P互感式智能监测仪表100A/40mA

通讯

11 12

RS485-2A RS485-2B 电流：100A/40mA、
孔径：φ16mm、

3×230/380V...3×240/415V

RS485

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200/38400/115200bps(可定制）
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Current Transformer

Current：100A/40mA
Aperture：φ16mm
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸
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通讯
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RS485-2A RS485-2B 电流：100A/40mA、
孔径：φ16mm、

3×230/380V...3×240/415V

RS485

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200/38400/115200bps(可定制）
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上排端子

电压接入
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下排端子

互感器接入
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Ib I*c Ic

通讯
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸
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通讯
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RS485-2A RS485-2B 电流：100A/40mA、
孔径：φ16mm、

3×230/380V...3×240/415V

RS485

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200/38400/115200bps(可定制）
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DTSU666-G Three Phase 4P Smart Meter 250A/50mA

Feature

Specification

• Bi-directional Measurement for kW and kWh

• Multi-measurement: kWh, W, V, A, PF, Hz, etc.

• RS485,support Modbus-RTU 

• Active power refresh rate about 50ms

Wiring Diagram

Upper  Terminal

Lower  Terminal

Dimension

Item Parameter

Accuracy 

Voltage ±0.5%

Current/Power ±0.5%

Electric energy ±1%

Electrical 
Paramaters

Connection Type Three phase four wire(3P4W)

Voltage specification 3×220/380V...3×240/415V

Current 250A/50mA

Frequency 50-60Hz

Operating Voltage 207V ～ 253V

Limited Voltage 184V ～ 264V

Communication

Interface RS485 

Protocol Modbus-RTU 

Baud rate
1200 / 2400 / 4800 / 9600bps(default)

19200/115200bps(customizable)

Environment

Operating Temperature -25℃～ +55℃

Storage Temperature -40℃～ +70℃

Humidity ≤ 95%（non-condensing)

   Installation
Dimension 72mm×100mm×65.5mm 

Mounting Type DIN35mm(standard DIN-Rail mount)

CT Communication

Ua Ub Uc N RS485_2-A RS485_2-B

3 6 9 10 11 12

Product Certification

Current Transformer

Current：250A/50mA
Aperture：φ24mm

CT access Communication
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸

UKCA

3P4W   100A/40mA
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DTSU666三相4P互感式智能监测仪表100A/40mA

通讯

11 12

RS485-2A RS485-2B 电流：100A/40mA、
孔径：φ16mm、

3×230/380V...3×240/415V

RS485

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200/38400/115200bps(可定制）
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上排端子
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸
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通讯

11 12

RS485-2A RS485-2B 电流：100A/40mA、
孔径：φ16mm、

3×230/380V...3×240/415V

RS485

Modbus-RTU协议

1200 / 2400 / 4800 / 9600bps(默认)/19200/38400/115200bps(可定制）
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产品功能

计量功能：准确计量正向、反向有功电能

测量功能：准确测量电压、电流、功率、频率功率因   

数等电参量测量

显示功能：LCD显示功能，支持轮显、按键显示

通讯功能：RS485通讯接口，支持Modbus-RTU协议

刷新速率：有功功率刷新时间约50ms

产品认证

项目 技术参数 技术指标

测量精度

电气参数

通讯

环境

规格

电压

电流/功率

电能

±0.5%

±1%

±1%

电网类型

电压规格

电流规格

规定的工作电压范围

扩展的工作电压范围

通讯接口

通讯规约

波特率

规定的工作温度范围

极限的工作温度范围

相对湿度（无凝结）

大气压

外形尺寸

安装类型

三相四线制（3P4W）

100A/40mA

207V～253V

184V～264V

-25℃～+55℃

-40℃～+70℃

年平均≤75％

86kPa～106kPa

72mm×100mm×65.5mm（公差±1mm）

DIN35mm 导轨式安装

技术参数

外形及安装尺寸

接线图纸
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Digital Panel Meter 03

PA/PZ666- □ series Digital Ammeter, Voltmeter

 

PD666- □ series Digital Multi-function Meter

PD7777-3H Harmonic Multi-function Powermeter
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PA/PZ666- □ series Single Phase Digital Ammeter, Voltmeter

Feature

Specification

• Real-time measurement and indication for the current and voltage Value   

     of the circuit

• Extensible relay digital output function

• RS485,support Modbus-RTU, and baud rate setting.

Items Parameter

Voltage AC 450V 

Current AC 5A 

Frequency 45Hz~65Hz

Accuracy Class 0.5

Auxiliary Power Supply 220VAC±20%,AC/DC85-264V 

Operation Temperature 
Operation Temperature: -10℃ ~+45℃
 Storage Temperature: -25℃ ~ +70℃

Display LED 

External and Installation Dimensions

Single Phase 
Digital Ammeter

Single Phase 
Digital Voltmeter

Model Panel Dimension(AxB) Hole Spacing Dimensions(ExD) Depth(C)

PA/PZ666-2 72x72 68x68 96

PA/PZ666-3 96x96 92x92 85

PA/PZ666-4 48x48 45x45 96

A

B

C

D

E
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PA/PZ666- □ series Three Phase Digital Ammeter, Voltmeter

Feature

Specification

• Real-time measurement and indication for the current and voltage Value   

     of the circuit

• Extensible relay digital output function

• RS485, support Modbus-RTU and baud rate setting

Items Parameter

Voltage AC450V 

Current AC 5A 

Frequency 45Hz~65Hz

Accuracy Class 0.5

Auxiliary Power Supply 220VAC±20%,AC/DC85-264V 

Operation Temperature 
Operation Temperature Range:10℃ ~+45℃

 Storage Temperature: -25℃ ~ +70℃

Display LED 

External and Installation Dimensions

Three Phase 
Digital Ammeter

Three Phase 
Digital Voltmeter

Model Panel Dimension(AxB) Hole Spacing Dimensions(ExD) Depth(C)

PA/PZ666-2 72x72 68x68 96

PA/PZ666-3 96x96 92x92 86

PA/PZ666-4 48x48 45x45 95

A

B

C

D

E
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PD666- □ series Three Phase Digital Multi-function Meter

Feature

Specification

• Measurement three phase current, voltage,active power, reactive    

      power,  power factor,frequency,import and export of electrical energy

• RS485, support Modbus-RTU and baud rate setting

• Extensible digital output function

Items Parameter

Voltage AC 450V 

Current AC 5A

Frequency 45Hz~65Hz

Accuracy Class 0.5

Auxiliary Power Supply AC/DC85-264V 

Operation Temperature 
Operation Temperature Range:10℃ ~+45℃

 Storage Temperature: -25℃ ~ +70℃

Display LCD or LED 

External and Installation Dimensions

Single Phase 
Digital Ammeter

Single Phase 
Digital Voltmeter

Model Panel Dimension(AxB) Hole Spacing Dimensions(ExD) Depth(C)

PD666-2 72x72 68x68 96

PD666-3 96x96 92x92 86

PD666-8 120x120 112x112 96

A

B

C

D

E

PA/PZ666- □ series Three Phase Digital Ammeter, Voltmeter
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PD7777-3H Harmonic Multi-function Power Meter

Feature

Specification

• 3.5-inch color LCD  display 

• Real-time measurement and indication for the current and voltage Value of the Circuit 

• Measure the 2nd~31st harmonic content of the voltage, current and total harmonic distortion 

• Display the last ten records of switch Inputs SOE, and the last ten records of relay outputs SOE 

• RS485, support Modbus-RTU and baud rate setting

External and Installation Dimensions

Model Panel Dimension(AxB) Hole Spacing Dimensions(ExD) Depth(C)

PD7777-3H 96x96 92x92 86

Items Parameter

Accuracy
Voltage,Current,Frequency,Active Power,Active Energy,Power Factor,Reactive Power: Class 
0.5,Reactive Energy: Class 2

Input

Measuring Network 3 phase 3 wire, 3 phase 4 wire

Voltage AC 80V

Current AC 5A

Frequency 50/60Hz

Harmonic Voltage, Current 2nd ～ 31th harmonic

Switch Input 4-channel signal input 

Output

Relay Output 2-channels relay output, contact capacity AC250V/2A,DC30V/2A

Power impulse Output 2-channels power impulse output

Communication
RS-485 communication interface,Modbus-RTU communication protocol, 

baud rate1200,2400,4800,9600,19200 optional

Display 3.5-inch TFT lattice(320*240)LCD

Calendar & Clock Tolerance:0.5s/d(reference temperature:23℃ )

Power Supply Range AC/DC85V ～ 264V

Environment

Temperature
Operating Temperature: -10 ～ +40℃

Storage Temperature: -25 ～ +55℃

Humidity ≤ 95%（non-condensing)

Altitude ≤ 2500m
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